














Combination Ovens

1 Pass Dry-O�
3 Pass Cure

1 Pass Dry-O�
4 Pass Cure

Temperature ° F (° C)
(maximum)

450 (232.22) 450 (232.22)

Time
Dry-O� 5 minutes @ 6 fpm 5 minutes @ 6 fpm

Cure 20 minutes @ 6 fpm 20 minutes @ 6 fpm

Panels - in (cm) 5 (12.7) 5 (12.7)

Burner Type Maxon 435 OP Maxon 435 OP

Maximum (Btu/h) 3,850,000 3,850,000

Estimated Operating (Btu/h) 2,480,000 2,470,000

Recirculation (cfm) 28,500 28,500

Recirculation Motor (hp) 30 30

Exhaust (cfm) 2,245 2,245

Exhaust Motor (hp) .75 .75 

Exhaust Stack Size - in (cm) 12 (30.5) 12 (30.5)

Dimensions - ft,in (m)
(width x height x length)

21 x 10 x 43
(6.4 x 3 x 13.1)

25 x 10 x 34
(7.6 x 3 x 10.4)

Electric Service (amps) 67 67

IR Booster Oven
8'  (2.4 m) Length

IR Booster Oven
16'  (4.9 m) Length

Time 1.3 minutes @ 6 fpm 2.7 minutes @ 6 fpm

Panels - in (cm) 3 (7.6) 3 (7.6)

Emitter Catalytic Catalytic

Emitter Size - in (cm) 16 x 40 (40.6 x 101.6) 16 x 40 (40.6 x 101.6)

Emitter Quantity 16 32

Maximum (Btu/h)
Emitter

35,400 35,400

Maximum (Btu/h)
Consumption

566,400 1,132,800

Maximum Gas (cfh) 566 1,133

Exhaust (cfm) 1,000 2,000

Exhaust Motor (hp) .75 1.5

Exhaust Stack - in (cm) 9 (22.9) 12 (30.5)

Dimensions - ft,in (m)
(width x height x length)

5 x 9,3 x 10,10
(12.7 x 23.5 x 27.5)

5 x 9,3 x 19,10
(12.7 x 23.5 x 50.4)

Electric Service (amps) 48 94
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